
RAIN-CLIK-NO 

Brand:  Residential & Commercial Irrigation 
Product Line:  Sensors 
Product Model:  Rain-Clik® Sensor 
SKU: RAINCLIKNO
Description: Rain-Clik Sensor, wired rain sensor with Quick Response Technology shutoff, includes 7.5 m wire and normally
open switch
Operating Specifications: Normally openQuick Response:Time to turn off irrigation system: approximately 2 to 5 minutes
for Quick ResponseTime to reset Quick Response: approximately 4 hours under dry, sunny conditionsTime to reset when
fully wet: approximately 3 days under dry, sunny conditionsAll models switch rating (24 VAC): 3 AIncludes 25' of 20 AWG
sheathed, two-conductor, UL-approved wireApprovals: UL, cUL, FCC, CE, RCMWarranty period: 5 yearsFeatures:Instant
Quick Response rain shutoff and freeze shutoff at 37°FMaintenance-free designAdjustable vent ring allows for shorter or
longer reset periodRugged polycarbonate housing and metal extension armIncludes gutter bracket and wall mount with
wireless modelsCompatible with most normally open or normally closed irrigation controllers
UPC-A: 0611698145593
Qty. / Bag:  24 
Master Carton: 24
Land Pallet: 840
Ocean Pallet: 0
Sensor Type:  Rain 
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